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SECTION 100 – FOND DU LAC COUNTY HIGHWAY COMMISSION  

UTILITY ACCOMMODATION POLICY ADDENDUM 

 

Fond du Lac County Highway Commission  

Utility Accommodation Policy Addendum 
Effective March 3rd, 2016 - Current Revision Effective March 6th, 2025 

 

The Wisconsin County Highway Association (WCHA) Utility Accommodation Policy (UAP) made 

effective January 1, 2022 (supersedes January 1, 2000 and August 21, 2012) is attached and is hereby made 

a part of the Fond du Lac County Highway Commission Utility Accommodation Policy with the 

following additions and/or amendments: 

 

1) Trench Construction (WCHA UAP Section 53(A)) - The County will review and approve, at  its 

 discretion, any and all open trench/open cut permit requests.  The County may also review with the 

 Applicant/Owner methods other than the open trench/open cut method applied for to find a more 

 suitable method to less disturb the given highway.  Open trench/open cut methods may be allowed, 

 provided the following minimum requirements are met: 

 

• Applicant/Owner shall own the property on both sides abutting the right of way if the facility is 

capable of conveying surface water from one side of the highway to the other, or if the area is 

enrolled in an established drainage district, or the abutting property owner(s) have signed a right of 

easement or access agreement to allow free access across the parcel(s) for the utility; 

• Applicant/Owner agrees to own the facility, pipe, casing, or structure being installed and accepts 

the perpetual maintenance responsibility of the facility and the excavation in accordance with this 

Utility Accommodation Policy; 

• Inspection of the installation shall be at the Applicant/Owner’s expense; 

• Backfill with 6 to 12-inches of compacted granular material or sand will be allowed to protect a 

utility’s facility.  After the facility is protected, spoils from the trench excavation, or similar non-

organic material, shall be compacted in 6 to 8-inch layers to sub-grade so the trench will have 

similar frost properties as the adjacent sub-grade material, unless there would be less than 24-inches 

between the facility’s required cover material and the subgrade elevation, then compacted granular 

material will be required for all backfilling; 

• Slurry backfill may be required if native soils are deemed unacceptable by the County.  The 

following is the slurry backfill formula to be used from the WisDOT Highway Maintenance Manual 

09-15-45, current edition: 

o  Place materials in a clean concrete mixer truck and thoroughly mix the following quantities 

FOR EACH CUBIC YARD REQUIRED (water amounts only as specified); 

o  Run at mixing speed for one full minute to ensure even mixture prior to placement; 

o  More Flowable:  Sand = 1,600 pounds; #1 Stone = 1,400 pounds; #2 Stone = 1,000 pounds; 

Water = 25 gallons; 

o  More Rigid:  Sand = 1,600 pounds; #1 Stone = 1,000 pounds; #2 Stone = 1,400 pounds; 

Water = 25 gallons; 

o  Lean Concrete Mix:  Depending upon the time of year and situation, the County may 

require the use of lean concrete mix backfill.  This mix shall conform to the requirements 

listed above with the addition of two (2) bags of Portland cement for each cubic yard. 

 

2) Pavement Restoration – Prior to pavement restoration, the Applicant/Owner will consult with 

 the Fond du Lac County Highway Commission on the specifics of pavement replacement, 

 pavement specifications, limits of restoration, and saw cut requirements.  All approved open 

 trench/open cuts within pavements shall be full depth saw cut of existing pavement.   Removal of the 

 existing pavement shall ensure that no damage is done to the adjacent pavement to the maximum degree 

 possible.  Minimum trench width shall be large enough to ensure no undermining of existing adjacent  

 pavement during excavation.  In concrete pavements, full panel replacement  will be required.  No 
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SECTION 100 – FOND DU LAC COUNTY HIGHWAY COMMISSION 

UTILITY ACCOMMODATION POLICY ADDENDUM CONT. 

 

 partial panel replacement will be allowed.  Pavement restoration for open trench/open cut permits will 

 be in-kind while meeting the following minimum requirements: 

 

• Asphalt pavement restoration 

o 14-inches of 1-1/4-inch compacted granular base, or match existing thickness, 

whichever is greater, is required which meets Sections 301 and 305 of the WisDOT 

Standard Specifications for Highway and Structure Construction, current edition.   

o Match existing breaker run thickness and material, where present.  Material shall 

meet Sections 301, 305, and 311 of the WisDOT Standard Specifications for 

Highway and Structure Construction, current edition; 

o All asphalt work shall be performed in accordance with the WisDOT Standard 

Specifications for Highway and Structure Construction, current edition, Sections 

450, 455, 460, and 465; 

o Prior to paving, all saw cut edges shall have an approved tack coat applied; 

o Hot mix asphalt (HMA) 4-inches thick in two lifts is required, or match existing 

pavement thickness, whichever is greater. 

▪ 2-inch binder course – 3 LT 52-28 S (typical) 

▪ 2-inch surface course – 4 LT 52-28 S (typical) 

• Concrete pavement restoration 

o 6-inches of 1-1/4-inch compacted granular base, or match existing thickness, 

whichever is greater, is required meeting Sections 301 and 305 of the WisDOT 

Standard Specifications for Highway and Structure Construction, current edition.   

o Match existing breaker run thickness and material, where present.  Material shall 

meet Sections 301, 305, and 311 of the WisDOT Standard Specifications for 

Highway and Structure Construction, current edition; 

o All concrete work shall be performed in accordance with the WisDOT Standard 

Specifications for Highway and Structure Construction, current edition, Sections 

405, 415, and 416.  See standard detail drawing SDD 13C09 for concrete pavement 

repair and replacement details; 

o Match existing concrete pavement thickness. 

 

 Upon completion of pavement restoration, all disturbed pavement markings will be restored by 

 the Applicant/Owner.  The Applicant/Owner will be responsible for all future trench and pavement 

 repairs due to settlement.   

 

3) Plans/Diagrams - Only utility plans prepared on copies of right of way plats developed for the 

highway, when available, will be accepted.  Utility diagrams will be accepted only when right of way 

plats are not available as long as all right of way information is properly shown. 

 

4) Fees - The Fond du Lac County Highway Commission shall require a $150 fee for each permit issued, 

except for service permits, to cover our initial office processing and final inspection.  This permit fee   

 includes one inspection of the restoration work after the completion certificate is received by Fond du 

Lac County.  If the restoration work is not approved by the County inspector, the permit holder will be 

notified in writing of the unacceptable conditions at the site.  The permit holder will be required to 

address all concerns stated in this notice and resubmit a completion certificate for this work within two 

weeks of the date of the notice.  A $100 processing and inspection fee will be assessed to the permit 

holder for each follow up inspection required.  If a closure of the highway is permitted, the fee for such 

closure will be $100 per day in addition to the other applicable fees.  Additional fees related to Private 

Utilities are detailed in Section 10 - Definition and Additional Requirements of Private Utilities. 

 

 If a highway open cut is permitted, the fees will be based upon the condition of the pavement as rated  
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SECTION 100 – FOND DU LAC COUNTY HIGHWAY COMMISSION 

UTILITY ACCOMMODATION POLICY ADDENDUM CONT. 

 

 on the PASER rating system and are in addition to any, and all, other applicable permit fees.  The fee 

 structure is listed below and was approved by the Fond du Lac County Highway Committee on 

December 5, 2024: 

   

• Current Highway PASER Rating (10 to 8)  $4,000.00 

• Current Highway PASER Rating (7 to 5)  $2,000.00 

• Current Highway PASER Rating (4 or less)  $1,000.00 

 

 Annual service connection permits (WCHA UAP Section 11) shall have a once-per-year fee of $550,  

 however, permits must still be filed for each service connection, in accordance with WCHA UAP 

 Sections 11, 60, 61, 62, and 63 indicating work to be done, and approval must be received from the 

 Commissioner.  All companies shall include the fee with the permit.  

 

 Failure to complete restoration work in a timely and cooperative manner or failure to pay follow-

 up  inspection fees will result in a suspension of all current and future permits approved for the 

 utility until restoration work is complete and all fees are paid. 

  

5) Open Cut Fee Appeal - Any City, Village, or Township aggrieved by the highway open cut fee may 

 appeal to the Fond du Lac County Highway Committee.  Appeals shall be filed within thirty (30) 

 calendar days following the Commission’s decision to assess the fee.  Appeals shall be filed in writing 

 with the Committee.  The appeal shall describe the situation which led to the open cut and the reason 

 given for the appeal. 

 

 Where the Committee finds that unnecessary hardship may result from strict compliance with 

 these regulations, it may vary from the policy, provided that the public interest is secured, that 

 such variation will not establish an undesirable precedent, and will not have a nullifying effect on the 

 intent and purpose of these regulations.  Any modifications, or variance, thus granted shall be entered 

 in the minutes of the Committee setting forth the reasons which, in the judgement of the Committee, 

 justified the modification or variance. 

 

 The Committee shall make a decision on the appeal within forty-five (45) calendar days from  the day 

 the appeal was filed. 

 

6) Filing of Permits – The Commissioner will accept permit requests on properly filled out forms, 

including drawings and site maps showing project limits, by mail or e-mail.  If submitting by mail, the 

permit fee must accompany the permit and two copies of drawings. 

 

 If submitted by e-mail, permits should be sent to highway@fdlco.wi.gov.  Drawings must accompany 

the permit and be in Adobe pdf format.  For expedited approval, a copy of the permit fee check should 

be included.  The permit fee should be mailed to the Fond du Lac County Highway Commission, or 

dropped off in person.  Only permits with original signatures will be accepted.  No typed “signatures” 

will be accepted.  Approvals will be sent via e-mail back to the applicant. 

 

7) Zoning - Each utility shall make itself aware of the Fond du Lac County, and/or applicable Town, 

zoning as it pertains to reimbursement for relocation of its facility when it is located within the building 

setback along highways throughout the County. 

 

8) Maintenance Work – Maintenance work will not require an additional permit but must be done in 

accordance with WCHA UAP Sections 60, 61, 62, and 63.  The utility shall notify the Fond du Lac  

 County Highway Commission where and when they will be doing maintenance work and must include 

the name and phone number of the person responsible. 

 

mailto:highway@fdlco.wi.gov
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9) Attachments to Highway Structures – A utility requesting to attach to any highway structure shall 

provide a detailed plan stamped by a structural engineer showing how the utility will be attached to the 

structure.  This may also require the structural load capacity be recalculated. 

 

10) Definition and Additional Requirements of Private Utilities - Private utilities are defined as 

“facilities which convey or transmit the commodities as defined by utility (WCHA UAP Section 

1(B)(14)) but are owned and operated by an individual(s) or non-utility business and are not accessible 

 to the public” such as tile drainage lines, manure transfer lines, or water lines.  Private human sanitary 

or water service lines are not defined under this definition and are subject to other provisions.  A 

checklist of the following requirements for the permit application and installation in the County 

highway right of way are listed below: 

 

 a. Fond du Lac County utility permit application filled out by the owner of the facility, permits 

 submitted by design engineer will only be accepted when also signed by the owner of the facility; 

 b. An aerial map of the proposed facility showing the impacted area of County highway and a     

  cross sectional diagram mapping the installation as it relates to the road centerline, ditch and right 

 of way. 

 c. Ownership, or land rights, based on current deeds of record or other recorded document for both 

 sides of County highway where the crossing will occur. 

 d. Written guarantee the owner(s) of the facility will become a member of Digger’s Hotline. 

 e.  Locating Requirements – For typical underground utility installations, there are two methods which 

 generally meet the Wisconsin Department of Safety and Professional Services locating 

 requirements.  These include tracer wire and global positioning system (GPS) data.  These will both 

 be required for all private utility installations.  Both are described in detail below: 

 

• Tracer Wire 

o Shall be installed along the length of the utility; 

o Shall be a minimum of 10-gauge solid wire with solid PVC insulation and rated 

for underground and wet conditions; 

o Insulation color shall conform to the uniform color code adopted by the American 

National Standard Institute (ANSI) (i.e., sewer/drain/manure related – green, 

potable water related – blue, irrigation related - purple); 

o Shall be located directly above and within 6-inches of the utility;  

o Shall surface at a maximum of 400-foot intervals. 

• Global Positioning System (GPS) Data 

o GPS data shall be collected on the horizontal and vertical location of the private 

utility; 

o Data shall be gathered by either a representative from the County (for a fee) or by 

a Wisconsin Professional Land Surveyor hired by and at the Applicant/Owner’s 

expense; 

o Data shall be gathered in the following datums: 

▪ Horizontal GPS data shall be gathered in Fond du Lac County coordinates 

      (NAD 83 (1991) or later adjustment). 

▪ Vertical GPS data shall be gathered in North American Vertical Datum of 

1988 (NAVD88) latest adjustment. 

o Coordinates and elevations shall be supplied to the County, if collected by the 

Applicant/Owner’s Land Surveyor, within 10 days of collection. 

o If Applicant/Owner elects to have County staff collect the data, a minimum of a 

72-hour notice and safe and clear access to the utility is required. 

o Fee - $250 per site visit 
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 f. Signage Requirements – The utility installation shall be marked and identified at the right of way 

 line nearest the utility location with a sign.  For utilities crossing the highway, signs shall be installed 

 on each side of the right of way.  These signs will be provided by the County at the 

 Applicant/Owner’s expense.  The signs will provide warning that a private utility is in the vicinity 

 with a warning label stating the general nature of the utility and Wisconsin’s One-Call Center (811) 

 logo.  The Applicant/Owner shall be responsible for the initial installation and for maintenance of   

  the signs until the facility is either removed or properly abandoned.  Replacement signs can be 

 purchased from the County for an additional fee.  Fee (initial or replacement) - $75 per sign  

 

 Sample signs can be seen in Section 106 – Private Utility Sample Signage. 

   

11) Road Closure Policy - If it is determined necessary that any portion of the Fond du Lac County Trunk  

 Highway System (roads designated by letters such as County Road F) needs to be shut down for any 

 period of time, the following should be used as the minimum guidelines in establishing the road closure:  

 

a. Applicant/Owner shall use the standard utility permit application form when applying for any 

County Highway closure for any reason.  Applicant shall submit applicable fees set forth in this 

policy.  If highway closure is in conjunction with a utility installation only one utility permit is 

required.    

b. In a separate letter, provide the reason for the highway closure, include any additional permits 

approved in conjunction with this request, and the length of time for the highway closure.  Also 

include a detour plan which shows the type of signs being used and their location to establish the 

detour route.  All traffic control devices used must meet the minimum standards set forth by the 

Manual of Uniform Traffic Control Devices (MUTCD), current edition.  A 24-hour contact person 

for maintenance of the route signing and marking must also be included. 

c. The detour route will need to be established using the County Trunk Highway System as the marked 

detour route unless otherwise established routes have been agreed upon, and approved, by all 

maintaining authorities involved.  Please include written proof of any approval from maintaining 

authorities other than Fond du Lac County.  

d. Any signs needed to properly mark the detour route will need to be set on their own crashworthy 

individual posts.  There will be no placement of signage on any of the existing County Trunk 

Highway signs unless otherwise agreed upon prior to installation.  

e. A flashing message board will be placed at the site of the closure for a minimum of three (3) business 

days prior to the closure.  The message board shall indicate the starting date and length of the closure. 

f. Fond du Lac County Highway Commission will prepare a press release for the local media and 

County Sheriff and Dispatch and release it five (5) days prior to the closure.   All application fees 

associated with the closure must be paid before the press release is issued. 

 

 

Note: any reference to “Applicant/Owner” in the addendum above, shall also include any successors and 

agents. 
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SECTION 101 – FOND DU LAC COUNTY MAP 

 
The most up to date County map can be found via the Fond du Lac County GIS Mapping website at – 

 

https://gisweb.fdlco.wi.gov/fonddulacts/ 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

https://gisweb.fdlco.wi.gov/fonddulacts/
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SECTION 102 – FOND DU LAC COUNTY CONTACT INFORMATION 

 
 

COUNTY STAFF 

 

Highway Commissioner - Thomas Janke     (920) 929-3488 

 

Highway Engineer - Ryan Sommer      (920) 929-3408 

 

Permit Coordinator - Michael Born      (920) 929-3492 

 

Chief Patrol Superintendent - John Zettler     (920) 929-7605 

 

West Side Patrol Superintendent - Joe Sabel     (920) 929-3490 

 

East Side Patrol Superintendent - Mark Triatik    (920) 929-7606 

 

Sheriff’s Department (non-Emergency)     (920) 929-3390 

 

 

MAILING ADDRESS 

 

Fond du Lac County Highway Commission 

1820 South Hickory Street 

P.O. Box 1234 

Fond du Lac, WI  54937-8554 

 

General Phone: (920) 929-3485 

Fax: (920) 929-3698 

 

Email for submitting permits:  highway@fdlco.wi.gov 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

mailto:highway@fdlco.wi.gov
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SECTION 103 – SAMPLE PERMIT APPLICATION FORM CONT. 
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SECTION 103 – SAMPLE PERMIT APPLICATION FORM CONT. 
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SECTION 104 – HIGHWAY CLEARANCE DIAGRAM 
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SECTION 105 – TRENCH LOCATION DETAILS 

 
 
 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Zone 1 & 2 & 3: Utilities are discouraged from occupying these zones.  The backfill details for 

these zones are located on first page of the FDL County addendum in the “Trench Construction” 

section. 

 

Zone 4:  This is generally the preferred location for longitudinal installations.  As stated in the 

“Trench Construction” section, the applicant is responsible for the perpetual maintenance of the 

facility and the excavation. 
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SECTION 106 – PRIVATE UTILITY SAMPLE SIGNAGE 

 
Sample Signs: 
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SECTION 107 – WDNR DISTRICT OFFICES LIST 

 
DNR Service Center Locations* 

 

Northeast Region (NER) 

Counties served: Brown, Calumet, Door, Fond du Lac, Green Lake, Kewaunee, Manitowoc, 

Marinette, Marquette, Menominee, Oconto, Outagamie, Shawano, Waupaca, Waushara, 

Winnebago. 

 

GREEN BAY 

DNR SERVICE CENTER 

2984 SHAWANO AVE 

GREEN BAY, WI  54313-6727 

Phone:  920-662-5100 

Fax:  920-662-5413 fax 

Office Hours: 

Monday thru Friday - 8:30 a.m. to 4:00 p.m.  

OSHKOSH 

DNR SERVICE CENTER 

625 E COUNTY RD Y STE 700 

OSHKOSH, WI  54901-9731 

Phone:  920-424-3050 

Fax:  920-424-4404 

Office Hours: 

Monday thru Friday - 8:30 a.m. to 4:00 p.m.  

 

 

*Information posted on DNR website https://dnr.wisconsin.gov/contact/OfficeLocations.html 

 (obtained on February 25, 2025) 

 

https://dnr.wisconsin.gov/contact/OfficeLocations.html
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SECTION 108 – STOP WORK ORDER FORM 

 

STOP WORK ORDER 

 
In accordance with the requirements of the Fond du Lac County Utility Accommodation Policy (UAP), you 

are hereby ordered to immediately cease and desist with all work associated with permit # _____________. 

 

Stop Work instruction is being ordered on behalf of the Fond du Lac County Highway Commissioner in 

accordance with section _____ of the ____________ County UAP. 

 

 

SITE LOCATION: 

Highway      If divided, please indicate direction      NB   SB        EB WB  

County                   City/Town_____________  Village of           

Distance from nearest public roadway intersection or mile marker      

Other landmarks?             

 

 

CONDITION RESULTING IN STOP WORK ORDER: 

 

The following situation has occurred which is resulting in the Stop Work Order: 

 

            

             

             

The following corrective action is required: 

______________________________________________________________________________ 

             

             

 

Only work to correct the defect as described herein may commence. No other Work on this project 

shall commence until such time as the defect is corrected to the satisfaction of the County and the 

UAP. 

 

 

Signed, 

 

 

______________________________ 

Highway Commissioner  
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SECTION 109 – ENVIRONMENTAL DISCOVERY CHECKLIST 

 

As soon as environmental conditions are discovered in the Department’s right of way: 

STOP WORK IMMEDIATELY 

and be prepared to report the following information to the contacts listed in Section 8(E): 

 

SITE LOCATION: 

Highway  If divided, please indicate direction     NB    SB    EB    WB 

County   City  Town  Village  of       

Distance from the nearest public roadway intersection or mile  marker      

Other landmarks?             

 

 

ENVIRONMENTAL CONDITION: 

 

1. Archaeological/Historical 

 
What was found (burials, foundation, arrowheads)?           

Is the location of the find marked?    Yes    No   

If yes, how is it marked?    Approximate area (dimensions) of the find?     

 

2. Contaminated Sites, UST’s LUST’s: 

 
What was found?                

Appearance of soils or liquid?            

Odor of soils or liquid?      

Approximate size of tank or area of contamination uncovered?        

Is there an obvious liquid or product in the tank?    Yes   No 

Is there an obvious smell?    Yes    No   

If yes, can you describe it (varnish, kerosene, gasoline, diesel, other, unknown)?     

              

Soil type(s) encountered (sand, gravel, clay, till)?      

 

Depth to groundwater (if known)?      

 

Any previous land use knowledge (local history, memory of site as a business)?  

 

Is the location of the find marked? Yes No   

If yes, how is it marked?        

 

If arrowheads or buildings were discovered, has the State Historic Preservation Officer been notified?

 Yes    No   By whom?      

 Name of contact:           Phone:           
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SECTION 109 – ENVIRONMENTAL DISCOVERY CHECKLIST CONT. 

 

Environmental Discovery Checklist (Continued) 

 

If a burial was encountered, has the Burial Sites Preservation Office been notified? 

Yes    No    By whom?      

Name of contact:  Phone:    

If a contaminated site, UST or LUST was discovered, has DNR been notified?    Yes    No  

By whom?        

Name of contact:  Phone:      

Has WisDOT been contacted? Yes      No  

By whom?     

Name of contact:   Phone:   

Name of contact:   Phone:    

Has the Bureau of Environment been notified (this is not a utility responsibility)?      Yes    No  

By whom?       

Name of contact:  Phone:   

Name of contact:  Phone:   

Other contacts:       

 

 
STATUS OF PROJECT: 

Has work stopped in the area?    Yes   No  IF NO, STOP WORK IMMEDIATELY! 

Has the area been secured (fenced, staked or marked, roped off or delineated by traffic control 

devices)? Yes No 

Can project work continue in another area?    Yes If yes, for how long?        

Can the affected area be avoided (utility facility placed in another location)? Yes No  

Has any completed utility work been clearly marked (staked, paint marked, or flagged)? 

Yes No 

Is any of the completed utility facility active, energized, etc.? Yes No  

Is this utility being relocated to facilitate a highway project? Yes No 

 
RESUMING WORK: 

 Did WisDOT indicate a timeframe in which someone would respond? Yes No 

What is that timeframe?    Who will authorize resuming work?       

When can the work be resumed?     Date authorization received     
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SECTION 110 – COMPLETION CERTIFICATE FORM 

 

RETURN THIS COMPLETION CERTIFICATE 

TO THE FOND DU LAC COUNTY HIGHWAY DEPARTMENT 

WHEN SITE IS RESTORED 
(For Utility Permits) 

 

E-Mail or Fax to Address Listed Below 

 

Date    

 

TO: Fond du Lac County Highway Department 

 Attn:  Michael Born 

 1820 S. Hickory Street 

 P.O. Box 1234 

 Fond du Lac, WI  54937-8554 

 

 Phone:  (920) 929-3492     

 Fax:  (920) 929-3698      

 E-mail:  Michael.Born@fdlco.wi.gov     

 

COMPANY:         

 

ADDRESS:         

 

CITY, STATE, ZIP:        

 

CONTACT:         

 

TELEPHONE:         

 

COUNTY PERMIT NO.:       

 

UTILITY WORK ORDER#       

 

The work requested under the above-mentioned highway permit has been completed. The 

Department can now review to ensure proper restoration to the affected highway right of 

way has been made. 

 

Signature:         

 

Printed Name:        

 

For Office Use Only 

Final Inspection Date:       

Inspector:          

Comments:                        

                           

mailto:Michael.Born@fdlco.wi.gov
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SECTION 111 – MAINTENANCE RESPONSIBILITY MEMO 

 

Utility Policy Memorandum 
 

To: All Utility Companies with Facilities on Roads within Fond du Lac County 

From: Thomas Janke, Highway Commissioner 

 

Re:  Utility Marker Installation Policy 

 

Utility Marker Installation Effective Dates: 

  

 All New Equipment/Line Service - Upon Installation of Device 

 All Upgrading/Repairing Equipment/Line Service - Upon Installation of Upgrade/Repair 

 Any Existing Equipment/Line Service - as of January 1, 2011 

 

High Visibility Pedestals/Cabinets Utility Markers 

 

As per the Utility Accommodation Policy and to reduce accidental damage to telecommunications 

pedestals or any other utility fixtures, a highly visible utility marker shall be installed on each 

pedestal/fixture in all right of way areas that will have tall grass, snow covered, and/or 

vegetation/brush overgrowth areas.  The markers shall be installed and maintained by the utility to 

be visible by vegetation mowers, brush cutters, snowplows and other right of way maintenance 

equipment.  Utility markers are available to fit all varieties of topography and the type (height) of 

pedestal/fixture being installed, which generally would be 4 to 6-feet in length.  The utility markers 

shall have a bright reflective tape placed on the top 12-inches of the marker.  The reflective material 

may have orange and/or white striping material.  The maintaining utility company shall also 

maintain a 5-foot vision clear zone (180 degrees in the right of way area) in the pedestal/fixture 

area clear of any and all brush and/or trees (see diagram below). 

 
 

 
 

 



 

 

 




